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Translation

EU-Typ@ Examination Certificate
Equipment intended for use in potentially explosive atmospheres 
Directive 2014/34/EU

EU-Type Examination Certificate Number: BVS 19 ATEX E 027 X

Product: Mass flow sensor type TA series

Manufacturer: Micro Motion Inc.

Address:
I A i f l

7070 Winchester Circle, Boulder, Co. 80301, United States of America
7 /!i/1//J

This product and any acceptable variations thereto are specified in the appendix to this certificate anc 
the documents referred to therein. WA

DEKRA Testing and Certification GmbH, Notified Body number 0158, in accordance with Article 
Directive 2014/34/EU of the European Parliament and of the Council, dated 26 February 2014, ce 
that this product has been found to comply with the Essential Health and Safety Requirements rel 
to the design and construction of products intended for use in potentially explosive atmospheres 
in Annex II to the Directive. ^ '/////l/f/lu Ju lW
The examination and test results are recorded in the confidential Report No. BVS PP 19.207:

I  Ifi

T

9 The Essential Health and Safety Rdi^efpdrtj I t !

EN 60079-0:2012 + A11:2013///jGeneral requirerri^ntsy/yy^^
EN 60079-11:2012 Intriji
EN 60079-26:2015 Eqdijplrjieift vvith equipment prd|t46(

10 If the sign "X” is placed after the certificate numberl/it ̂
Conditions for Use specified in the appendix to thi^ pertific'dte"

This EU-Type Examination Certificate r e l a t e s - - p h l y ^ ^ / d o f  th 
product. Further requirements of the Directive apply to the manufacturing process and si 
product. These are not C j w e r e m m m f y c ^ n ^ j / / / / / / / / / / / /  jW HU I 7  r / / / / ;
The marking of the product shall include the fol

/ / / / / /
II 1/2G Ex ib IIC T6'6...T3 Ga/Gb See table se

m m I m/m.
t ,

/ / / / h
' l i t

DEKRA Testing and Certification GmbH 
Bochum, 2019-06-05 ' I / /

h/ / // / / / ! / / I / / / / / / / / / / / /  ,
A  n  / / / / / / / */ / / / / / /

Signed: Jorg-Timm Kilisch
U N ,

' H u h

Managing Director
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DEKRA Testing and Certification GmbH, Handwerkstr. 15, 70565 Stuttgart, Germany
Certification body: Dinnendahlstr. 9, 44809 Bochum, Germany
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13 Appendix

14 EU-Type Examination Certificate 

BVS 19 ATEXE027X

15 Product description

15.1 Subject and type

l

|7v

sin.
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biw,

■y>

Mass flow sensor
“j~ ̂ **********^***** 

c d e f

15.3

Marking without influence to type of protection
Not relevant
e f g h Marking without influence to type of protection 

Not relevant
Letter for electronic interface 
9-wire polyurethane painted aluminium-bbXfc 
9-wire extended mount polyurethane painted a' 

j Marking without influence to ‘  *
Not relevant
k Approy^iV- sm

15.2 Description

The TA series sensors are use 
Transmitter type 5700 (C ,P )(2 , 'M M  
The mass flow sensors consisting of rr 
components,

« When
-j-^****^***p*2***** / ,

o When used with an extended
j  tf*******ft*2***t*/ /  /  /  / / / ' ■

Parameters /111/// III ///,,,,
15.3.1 Electrical parameters

15.3.1.1 Exciter circuit 
For exciter circuit type EC1R 
Voltage 
Current 
Power
Effective internal capacitance 
Effective internal inductance

0.4 
negligible

4.38

ryr'v i

For exciter circuit type EC2R (terminals 8 - 9)
For the connection of an intrinsically safe circuit type of protection Ex ib IIC with linear 
output characteristic and the following max. values:
Voltage Uo 30
Current lo 90
Power Po 0.8

V
mA
W

JtWKUi

DAkkS
* Deutsche

A1 Vred.derungjsteL'e 
D-2E-1743502-00
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15.3.1.2 Sensor circuit (terminals 1 - 2 and 3 - 4) 
Voltage 
Current 
Power
Effective internal capacitance 
Effective internal inductance

Ui DC

Pi
Ci
Li

30 
50 

0.3 
negligible 

14

V
mA
W

UoOutput voltage

15.3.1.3 Temperature sensor circuit (terminals 5 - 7 for type EC1R or type EC2R)

AC 0.3

mH

V

16

17

17.1

17.1.1

17.2

17.2.1

Voltage
Current
Power

Ui
li
Pi

DC

15.3.2 Ambient temperature range Ta

17.1.2

17.1.3

17.1.4

17.2.2

17.2.3

depending on the installation, the process temperature and the temperatun
Neck extension 

element
Process 

temperature (°C)
Ambient tempe
rature range (°C)

Tex r e

without 45 -40 up to +45 T6 V
without 60 -40 up to +60 IS// i s
without 100 -40 up to +80 W M "L4 ////////jj i j j
100 mm 120 -40 up to +80 ZM// III III!i\
100 mm 180 -40 up to +80 ‘//////hw m illlv !!*

Report Number

BVS PP 19.2075 EU, as of 2019-06-06

Special Conditions for Use
/Z J j/Y /Z Z / / / / / / /

Transmitter type 5700 ' / / / / / / / / / /
/ / / / I / 1/ , / ' / / / / / / / / /For the application of the transmitter in an ambiei 

and cable entries or conduit 
be used for double compression Ex-d IIC Gb / Ex 
Hawke 501 / 453 intended for Use with effective f
volume of the Ex-d enclosure is less than 2 liters

‘f f
stopping boxes shall be installed immediately at the

.jrs

If certified conduit entries are used for the connect!'

The window covers forms one unit and 
a cover is damaged it must be replan

P

/ / f/7 7 r f f  / [7/IF f /  / / J7 I  I jt / / / / / / / / / / / / /  / /
ind cannot be taken apart without destroying the cover par
ced by a new cover. / / / 1 / f W / i f ^///////////////////////The dimensions of the flameproof joints are in parts other than the relevant minimum or maximun

values of IEC 60079-1. For information on the dimensions of the flameproof joints contact the
manufacturer.

Sensor TA series

The transmitter is mounted separately from the sensor. Equipotential bonding between the 
transmitter and the sensor must be guaranteed. Electrical connections have to be in accordance 
with IEC/EN 60079-14.

For application of the sensor in an ambient less than -20 °C and higher than +60 °C cables and 
cable entries suitable for these conditions shall be used.

The measuring tubes built of corrosion-resistant steel may have a thickness of < 1 mm. During 
installation and operation it must be ensured that risks e.g. by the medium or by mechanical 
damages are excluded.
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18 Essential Health and Safety Requirements

The Essential Health and Safety Requirements are covered by the standards listed under item 9.

19 Drawings and Documents

Drawings and documents are listed in the confidential report.

We confirm the correctness of the translation from the German original.
In the case of arbitration only the German wording shall be valid and binding.

DEKRA Testing and Certification GmbH 
Bochum, 2019-06-05 
BVS-Fro/Mu A 20181049
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